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Model 2101/2103/2121/2164/2165/2166
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2101 - 110 VAC to 12 VDC — Male, 300 mA
2103 - 110/220 VAC to 12 VDC — Female, Tempest, 300 mA
2121 - 110 VAC to 12 VDC — Female, 300 mA
2122 - Obsolete use 2164
2163 - 110/240 VAC to 24 VDC — 3-pin Female, 0.75 Amp
2164 - 110/240 VAC to 12 VDC — Female, 750 mA
2164A  - 100/240 VAC to 12 VDC — Female, 1.5 A
2165 - 110/240 VAC to 12 VDC - Female, 1.0 A, 12 W
2166 - 110/240 VAC to 5 VDC — Female, 4.0 A

POWER PLUG
POLARITY:
   Center: +
   Outside: - (Ground)
LCK - Locking Power Plug

The S.I.Tech 110/220 VAC Power Supplies are designed for use with 
data communication equipment. They are recommended for use with
S.I.Tech models 2105, 2106, 2107, 2150, 2170, 2171, 2505, 2526, and
other Mini Bit-Drivers .Ò

CAUTION:
These models are recommended for indoor use only.
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S.I.TECH
MODEL 2121
INPUT 110VAC, 60 Hz, 6W
OUTPUT 12VDC, 300 MA

UL & CSA listed. All Power Supplies - ITE Listed LPS or 
NEC Class 2.
Specifications subject to change without notice.

SWITCHING
AC ADAPTOR

S.I.Tech
2164

CAUTION

INPUT:100-240V~
           0.5A 50-60HZ
OUTPUT: 12V - 1.5A
FOR USE WITH ITE
EQUIPMENT ONLY.
UTILISER AVEC DU
MATERIEL ITE
SEULEMENT.

RISK OF ELECTRIC SHOCK
DRY LOCATION USE ONLY
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S.I.Tech #2166

0.050” (1.3 mm)
Center Pin

0.1” (2.5 mm)
Center Pin

S.I.Tech #2121

Note: Dimensions shown are approximate and are subject to change without notice.

S.I.Tech #2101


